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ABSTRAK  

 
 
 

Beton adalah bahan konstruksi yang umum digunakan untuk pembangunan 

gedung, jembatan, dan jalan. Beton terdiri dari semen, agregat kasar, agregat halus, 

dan air. Pemilihan bahan sangat penting untuk mutu beton. Agregat kasar berupa 

split ex Moramo ukuran 1-2 cm, agregat halus berupa pasir ex Pohara, semen Tonasa 

PCC (Portland Composite Cement), dan air bersih sebagai campuran. Faktor air 

semen (FAS), yaitu perbandingan berat air dengan berat semen, berperan penting 

dalam menentukan kekuatan beton. 

Penelitian ini bertujuan menganalisis pengaruh variasi FAS terhadap kuat 

tekan dan tarik belah beton normal. Variasi FAS yang digunakan adalah 0,32; 0,42; 

dan 0,52 dengan menggunakan benda uji silinder (diameter 15 cm, tinggi 30 cm) 

sebanyak 18 buah. Proses pembuatan menggunakan SNI 03-2834-2000 meliputi 

pencampuran, pencetakan, dan curing selama 28 hari. 

Hasil penelitian menunjukan bahwa FAS yang rendah menghasilkan kuat 

tekan dan tarik belah yang tinggi. Pada FAS 0,32 menghasilkan kuat tekan 26,52 

Mpa dan tarik belah 2,69 MPa atau 10,13% dari kuat tekan. FAS 0,42 menghasilkan 

kuat tekan 20,67 Mpa dan tarik belah 1,84 MPa atau 8,9% dari kuat tekan. FAS 

0,52 menghasilkan kuat tekan 17,65 Mpa dan tarik belah 1,56 MPa atau 8,8% dari 

kuat tekan. Nilai FAS 0,32 bisa menjadi rekomendasi untuk beton normal dengan 

f’c 25 MPa. 

 
Kata kunci: Faktor Air Semen, Kuat Tekan, Kuat Tarik Belah. 
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ABSTRACT  

 
 
 

Concrete is a widely used construction material for buildings, bridges, and 

roads. It consists of cement, coarse aggregate, fine aggregate, and water. The 

selection of materials is crucial for achieving high-quality concrete. The coarse 

aggregate used is Moramo split with a size of 1-2 cm, the fine aggregate is Pohara 

sand, Tonasa PCC (Portland Composite Cement) is the cement used, and clean water 

is used as a mixture. The water-cement ratio (WCR), which is the ratio of the weight 

of water to the weight of cement, plays a vital role in determining the strength of 

concrete. 

This study aims to analyze the effect of WCR variations on the compressive 

and splitting tensile strength of normal concrete. The WCR variations used are 0.32, 

0.42, and 0.52, with cylindrical test specimens (15 cm diameter, 30 cm height) 

totaling 18 specimens. The preparation process followed SNI 03-2834-2000, 

including mixing, molding, and curing for 28 days. 

The results show that lower WCR values produce higher compressive and 

splitting tensile strength. At a WCR of 0.32, the compressive strength reached 26.52 

MPa, and the splitting tensile strength was 2.69 MPa, or 10.13% of the compressive 

strength. A WCR of 0.42 produced a compressive strength of 20.67 MPa and a 

splitting tensile strength of 1.84 MPa, or 8.9% of the compressive strength. 

Meanwhile, a WCR of 0.52 resulted in a compressive strength of 17.65 MPa and a 

splitting tensile strength of 1.56 MPa, or 8.8% of the compressive strength. A WCR 

of 0.32 is recommended for normal concrete with a target compressive strength of 

f’c 25 MPa. 
 

 
 

Keywords: Water-Cement Ratio, Compressive Strength, Split Tensile Strength. 
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